
A Maximum Reach 40’ (12.19 m)

B Tail Swing Radius 9’ 8” (2.95 m)

C Transport Width 10’ 6” (3.20 m)

D Width of Rotating Upper 8’ 6” (2.59 m)

E Height 16’ 1” (4.90 m) with standard 23” 
(58 cm) tilting cab riser
17’ 8” (5.38 m) with optional 42” 
(107 cm) tilting cab riser

F Transport Height with Cab Tilted 13’ 2” (4.01 m)

G Ground Clearance 21” (53.3 cm)

H Wheelbase 14’ 2” (4.32 m)

I Track Width 9’ 1” (2.77 m)

J Stabilizing Length 14’ 1” (4.29 m)

K Stabilizer Width 15’ 5” (4.70 m)

L Stabilizer Ground Penetration 7” (17.78 cm)

Counterweight 10,000 lb (4,536 kg) standard

Weight 55,000 lb
(24,948 kg)

K25W
WHEELED MATERIAL HANDLER

DIMENSIONS ELECTRICAL
Battery (1) 12VDC, 1425 CCA (at 0 deg F)

Alternator 130 A

System Voltage 12 VDC

Lighting LED (2 stick boom, 6 cab)

Engine Cummins QSB6.7 6-Cylinder US EPA Tier 4 
Final (EU Stage IV) 

Rated HP 173 hp (129 kW) @ 2200 rpm

Peak HP 183 hp (136 kW) @ 2000 rpm

Peak Torque 620 ft-lb (841 N-m) @ 1500 rpm

Cooling Side by side Charge Air Cooler, Radiator, Oil 
Cooler; Swing out AC Condenser

Fan Engine driven, variable speed clutch, fixed 
pitch

Air Cleaner 2-Stage

Fuel Filtration Primary and secondary with water separator

Fuel Capacity 120 gal (454 L)

DEF Capacity 10 gal (37.8 L)

Throttle Electronic; Economy mode, auto idle

POWER UNIT



 KRAKEN Machines
1100 S Superior Ave | Baraga, MI, 49908

715-919-1151  |  info@KrakenMachinesUSA.com  |  www.KrakenMachinesUSA.com
Copyright 2025 KRAKEN Machines. All rights reserved. KRAKEN Machines, the KRAKEN “K” logomark, and their related designs and logotypes are trademarked. 

 8
'-7

" 

4001 03 5302520155

45

-10

40

35

30

25

20

15

-5

10

5

GRADE

-15 45

50

OPERATORS STATION

ATTACHMENT

Cab Guarded forward sloping windshield with pantograph 
wiper and canvas transport cover
Tinted glass rear window, sliding side windows and 
fixed polycarbonate skylight
High capacity heating and air conditioning system 
with (4) downward facing roof duct outlets above 
operator; (8) Total adjustable air outlets
Color touch screen display to monitor engine, 
hydraulic and electrical systems
Side console with key switch, emergency stop, 
8-button keypad and HVAC controls
User-programmable joystick button layout
LED Dome light
Dual cup holders
(1) 12VDC Power point and (2) USB Ports
Heavy duty cell phone holder
Stereo with AM/FM, Bluetooth and XM Satellite radio
CB Radio with retractable microphone holder

Seat Heated and vented seat with air-ride suspension

Cab Riser 23” (58 cm) cab riser tilts for transport via electric 
over hydraulic power unit
42” (107 cm) tilting riser - Optional

Specs (2) Hydraulic circuits to end of boom
Grapple open/close (55 GPM (208 LPM) @ 
2800 PSI (193 Bar))
Grapple rotate left/right (14.5 GPM (55 
LPM) @ 2500 PSI (172 Bar))

Recommended KRAKEN KOP078 Orange Peel Grapple
KRAKEN KM50, KM58, KM64 Magnets

Main Pump (1) Axial Piston, load sensing

Reservoir 56 gal (212 L)

Filtration (1) In-tank main return, (1) Spin-on drain 

Fill Pump Hand operated pump with included hose - 
Electric version optional

Control Valve Sectional; pilot operated load sensing

Collector 10-Port rotary manifold

Cylinder, Main Boom (1) 7.0 in (17.8 cm) Bore x 4.0 in (10.2 cm) 
Rod

Cylinder, Stick Boom (1) 7.0 in (17.8 cm) Bore x 4.0 in (10.2 cm) 
Rod

Cylinder, Stabilizer (4) 7.0 in (17.8 cm) Bore x 4.0 in (10.2 cm) 
Rod

HYDRAULIC SYSTEM

BOOM
Lift Capacity 10’ (3.05 m) 
above ground*

24,861 lb (11,277 kg) @ 15’ (4.57 m)
15,227 lb (6,907 kg) @ 25’ (7.62 m)
5,608 lb (2,544 kg) @ full reach

Maximum Reach 40’ (12.19 m)
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Boom (2) Joystick, hydraulic pilot with adjustable 
boom control damping

Undercarriage Joystick travel and steer control (rear steer 
on joystick buttons)
Hydraulic service brake pedal

Swing Joystick operated - Standard
Single foot bar, hydraulic pilot - Optional

Other Controls Programmable joystick button and/or 
touch-screen control

Frame High clearance, heavy duty frame
Front axle oscillation lock cylinders
Front attachment rest - Standard (Alternate 
configurations available - Consult Factory)

Steering 4-Wheel Steering

Brakes Hydrostatic dynamic braking
(4) Wet multi-disc service brakes
(1) Spring applied, hydraulic release parking 
brake integral to tranmission

Transmission 2-Speed powershift with variable displace-
ment hydraulic motor

Axles Front - Oscillating planetary steering axle
Rear - Fixed planetary steering axle

Tires 20.5R25 Pneumatic - Standard
Other options available - Consult Factory

Travel Speed High Range: 12.0 mph (19.3 km/h)
Low Range: 3.4 mph (5.5 km/h)

Gradeability 45% maximum

Tractive Effort 25,000 lbf (111.2 kN)

Cab Roll-out skylight sun shade

Boom None

Platform Platform Guarding Package - Underside

Cold-weather aids 120VAC Electric Heating Package (Engine 
heater, Hydraulic reservoir heater)
Diesel-fired Heating Package (Engine heat-
er, Hydraulic reservoir heater
Hydraulic cooler thermal bypass

Greasing Centralized grease points
Automatic greasing system

Electrical None

OPERATOR CONTROLS

UNDERCARRIAGEOPTIONS

AUXILIARY EQUIPMENT
Boom Auxiliary 15kW or 20kW Magnet Generator Package 

driven by dedicated hydraulic pump - Op-
tional

Lower Auxiliary None
SWING SYSTEM
Rotation 9 rpm, continuous, 55,000 ft-lb (74,570 

N-m) (100%  Theoretical)

Swing Bearing 54 in outer diameter, internal gear with 
centralized greasing

Swing Drive (2) Two stage planetary gearbox with piston 
motor

Brake Hydrostatic dynamic braking, 73,000 ft-lbf 
(98,975 N-m) torque


