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K700-SERIES
MULTI-PURPOSE (MP) LOADERS

DIMENSIONS K722 K725 K725X
A Maximum Reach 22'-1.5" (6.74 m) 25'-3.5" (7.71 m) 25'-1.5" (7.66 m)

B Operator Platform Swing Radius 3'10" (1.17 m) 

C Transport Width 8' 2.0" (2.49 m)

D Transport Height 13' 3.0" (4.04 m)

Stabilizer Width at Ground Level 9' 10.6" (3.01 m)

E Stabilizer Pad Size 15.0" x 10.0" (38.1 cm x 25.4 cm)

F Stabilizer Ground Penetration 12.0" (30.5 cm)

G Truck Frame Height to Ground 42.0" (107 cm)

H Truck Frame Mounting Length 28.0" (71.1 cm)

Maximum Truck Frame Outer Width 35.3" (89.7 cm)

Maximum Truck Frame Beam Height 12.0" (30.5 cm)

Truck Frame Recommendation Resistance Bending Moment (RBM) 1,100,000 in-lb minimum

Weight - Truck Mount 
(less attachment and options) 4850 lbs (2200 kg) 5000 lbs (2268 kg) 5200 lbs (2359 kg)
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MODEL K725X

Available in three models with up to 25’-3.5” (7.71 m) of boom reach to meet a variety 
of mobile material handling needs, whether truck or trailer mounted, the KRAKEN 
700-Series line of Multi-Purpose Loaders offers a low installed weight and a simple 
tandem-pump hydraulic system. The K700-Series MP Loaders provide an excellent 
balance of performance and durability.

MP 700 Series - Rev. 11/12/24
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HYDRAULIC SYSTEM
Power Take-Off Requirement 90 hp (67 kW), 340 lb-ft (461 N-m) rating at 1400rpm output speed

Hydraulic Pump Tandem gear pump producing 30 gpm x 2 (114 lpm x 2) at 1400 rpm shaft speed

Hydraulic Pump Interface SAE-C 4-bolt mounting pad with SAE-C 1-1/4" 14T spline 
Alternate options are available - consult factory

Cooler Single pass, heavy-duty aluminum with electric fan, guarded 
Various mounting arrangements are available - consult factory

Reservoir 45 gal (170 L) - steel or aluminum available

Filtration (1) 10-micron main return - remote mounted or in-tank available

Control Valve Sectional; open center, lever/linkage operated spool valves

Collector 8-Port rotary manifold standard

Cylinder, Main Boom (1) 5.0 in (12.7 cm) Bore x 2.5 in (6.4 cm) Rod

Cylinder, Stick Boom (1) 5.0 in (12.7 cm) Bore x 2.5 in (6.4 cm) Rod

Cylinder, Telescopic Boom N/A N/A (1) 3.0 in (7.6 cm) Bore  
x 2.0 in (5.1 cm) Rod

Cylinder, Stabilizer (2) 3.0 in (7.6 cm) Bore x 2.0 in (5.1 cm) Rod

SWING SYSTEM
Rotation 8 rpm, continuous, 14,800 lb-ft (20,066 N-m) (100% Theoretical)

Swing Bearing 27 in (69.6 cm) outer diameter, external gear with centralized greasing

Swing Drive (1) Single stage planetary gearbox with orbital motor

Brake Hydrostatic dynamic braking, 18,700 lb-ft (25,354 N-m) torque

ELECTRICAL
System Voltage 12 VDC

Lighting Optional - LED flood (2) stick boom,  (3) operator platform

K722 K725 K725X

22’  
Straight Boom

(K722)

25’  
Straight Boom

(K725)

22-25’  
Telescopic Boom

(K725x)

BOOM Standard 
Equipped

Standard 
Equipped

Standard 
Equipped

Configuration 22'-5" (6.83 m) 
Straight Boom

25'-7" (7.80 m) 
Straight Boom

22'-5" (6.83 m)  
+ 3' (0.91 m)  

Telescopic Boom

Maximum Reach 22'-1.5" (6.74 m) 25'-3.5" (7.71 m) 25'-1.5" (7.66 m)

Lift Capacity 10’  
(3.05 m) above ground
(Per SAE J2417 (87% of 
hydraulic capacity))

7277 lbs (3301 kg)  
@ 10' (3.05 m)

3785 lbs (1717 kg)  
@ 20’ (6.10 m)

1639 lbs (743 kg)  
@ full reach

6990 lbs (3171 kg)  
@ 10' (3.05 m)

3671 lbs (1665 kg)  
@ 20’ (6.10 m)

1390 lbs (630 kg)  
@ full reach

6918 lbs (3138 kg)  
@ 10' (3.05 m)

3484 lbs (1580 kg)  
@ 20’ (6.10 m)

1055 lbs (479 kg)  
@ full reach

K722 K725 K725X

BOOM SWEEP

OPERATOR’S STATION
Platform Right-hand side operator platform (left-hand is available), Front operator guard, Swing lock pin, Folding joystick handles

Seat Adjustable fore-aft slide and arm rests with vinyl cushions, 2-point belt, Folding backrest for protection during transport

Options Left-hand side operator platform, Heated joystick grips, Heated bottom seat cushion 

OPERATOR CONTROLS
Boom (Main, Stick, Attachment) Dual joystick operated, mechanical, folding for protection during transport

Stabilizers Independent lever operated - from operators station

Swing Single foot bar via valve linkage

Telescopic Boom N/A N/A Single foot bar via valve linkage

ATTACHMENT

Specs

(2) Hydraulic circuits to end of boom

Attachment open/close (30 GPM (114 LPM) @ 2500 PSI (172 Bar))

Attachment rotate left/right (30 GPM (114 LPM) @ 2500 PSI (172 Bar))

Recommended KRAKEN Grapples - models KRB42, KT6242, KT7836

ADDITIONAL OPTIONS

Lower Frame

Alternate frame heights to accommodate straight and drop frame trailers

Mounting kits to accommodate any truck or trailer

Chain storage boxes built into ladders

Specifications are subject to change.
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HYDRAULIC SYSTEM
Power Take-Off Requirement 90 hp (67 kW), 340 lb-ft (461 N-m) rating at 1400rpm output speed

Hydraulic Pump Tandem gear pump producing 30 gpm x 2 (114 lpm x 2) at 1400 rpm shaft speed

Hydraulic Pump Interface SAE-C 4-bolt mounting pad with SAE-C 1-1/4" 14T spline 
Alternate options are available - consult factory

Cooler Single pass, heavy-duty aluminum with electric fan, guarded 
Various mounting arrangements are available - consult factory

Reservoir 45 gal (170 L) - steel or aluminum available

Filtration (1) 10-micron main return - remote mounted or in-tank available

Control Valve Sectional; open center, lever/linkage operated spool valves

Collector 8-Port rotary manifold standard

Cylinder, Main Boom (1) 5.0 in (12.7 cm) Bore x 2.5 in (6.4 cm) Rod

Cylinder, Stick Boom (1) 5.0 in (12.7 cm) Bore x 2.5 in (6.4 cm) Rod

Cylinder, Telescopic Boom N/A N/A (1) 3.0 in (7.6 cm) Bore  
x 2.0 in (5.1 cm) Rod

Cylinder, Stabilizer (2) 3.0 in (7.6 cm) Bore x 2.0 in (5.1 cm) Rod

SWING SYSTEM
Rotation 8 rpm, continuous, 14,800 lb-ft (20,066 N-m) (100% Theoretical)

Swing Bearing 27 in (69.6 cm) outer diameter, external gear with centralized greasing

Swing Drive (1) Single stage planetary gearbox with orbital motor

Brake Hydrostatic dynamic braking, 18,700 lb-ft (25,354 N-m) torque

ELECTRICAL
System Voltage 12 VDC

Lighting Optional - LED flood (2) stick boom,  (3) operator platform
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(3.05 m) above ground
(Per SAE J2417 (87% of 
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@ 20’ (6.10 m)

1055 lbs (479 kg)  
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BOOM SWEEP

OPERATOR’S STATION
Platform Right-hand side operator platform (left-hand is available), Front operator guard, Swing lock pin, Folding joystick handles

Seat Adjustable fore-aft slide and arm rests with vinyl cushions, 2-point belt, Folding backrest for protection during transport

Options Left-hand side operator platform, Heated joystick grips, Heated bottom seat cushion 

OPERATOR CONTROLS
Boom (Main, Stick, Attachment) Dual joystick operated, mechanical, folding for protection during transport

Stabilizers Independent lever operated - from operators station

Swing Single foot bar via valve linkage

Telescopic Boom N/A N/A Single foot bar via valve linkage

ATTACHMENT

Specs

(2) Hydraulic circuits to end of boom

Attachment open/close (30 GPM (114 LPM) @ 2500 PSI (172 Bar))

Attachment rotate left/right (30 GPM (114 LPM) @ 2500 PSI (172 Bar))

Recommended KRAKEN Grapples - models KRB42, KT6242, KT7836

ADDITIONAL OPTIONS

Lower Frame

Alternate frame heights to accommodate straight and drop frame trailers

Mounting kits to accommodate any truck or trailer

Chain storage boxes built into ladders

Specifications are subject to change.
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